
Your ultimate connection

Triax Link

Triax Link restores RF Output functionality
to Sky HD set top boxes with no RF Output

For use with Sky HD Receivers

• Triax Link Power Supply Unit (code 370418) available separately

 •	 Use	with	the	Triax	Link	for	powering	Link	Amplifiers	on	RF	OUT	2
 • Connects to DC Input of Triax Link
 •	 12v,	100mA,	3.5mm	jack	plug Part No. 370419



INSTALLATION	EXAMPLE	TO	A	SECOND	TV
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Your ultimate connection

Triax Link
For use with Sky HD Receivers

INSTALLATION	EXAMPLE	TO	MULTIPLE	TV’S	
USING	A	LINK	AMPLIFIER

INSTALLATION	EXAMPLE	TO	MULTIPLE	TV’S	
USING	AN	IR	PASS	DISTRIBUTION	AMPLIFIER

Triax Link
Part Number 370419

RF Inputs 1 IEC (Female)

RF Outputs 2 IEC (Male)

I/O Connection 1 10 Pin mini DIN Plug on 
250mm fly lead

RF Forward Frequency Range (MHz) 47 - 862

Return Path Frequency Range (Mhz) 5 to 12 RF OUT to I/O Port

RF Modulator Output Channels 21 - 69

DC on RF OUT 2 Yes Short Circuit Protected

Fully Screened Yes

*Triax reserves the right to change the specifications without prior notification

KEY	FEATURES

• Terrestrial Loop Through Built-In
•  DC Input to power Link Amplifiers via Link PSU
• Plug and Play with Sky HD set top box default   
 settings


